PRODUCT DATA SHEET

TRITON WPCSST DECKING

GENERAL DESCRIPTION
WPC (Wood Plastic Composite) is a unique composition to replicate wood without the maintenance and
hazards of traditional timber decking. 45% timber fibres + 55% HDPE and additives.

PHYSICAL DATA
Hardness
Moisture Content
Modulus of Rupture
Modulus of Elasticity
Thickness of Swelling
Size Change – Calefaction
Resistance to Wear
Size Change H/L Temp.
Screw Holding Capability

REQUIREMENTS
>58HRR
<2%
>20 Mpa
>1800 Mpa
>1%
+2.5%
<0.08g/100r
+0.2%
>1000N

Standard – GB/T 24508-2009 Wood Plastic Composite
Freeze Thaw Bending Load
Resistance to Freeze Thaw
>80%
Bending Load
>2500N
B1 Fire Rating
OVERALL TEST RESULTS
Mean PTV or PTV corr (Dry)
Mean PTV or PTV corr (Wet)
Slip Potential (Dry)
Slip Potential (Wet)

TEST RESULT
61HRR
0.3%
40Mpa
3818Mpa
0.4%
-0.10%
0.077g/100r
-0.10%
3120N

92%
3258N

86
42
Low
Low

Warranty
The WPC Deck boards are covered by a 10-year Warranty against the following deformations: Splitting,
Cracking, Rotting and Decay as a result of manufacturing defects when subjected to normal use.
The Warranty does not cover installation.

PDS 001

DOC080 (v1)

www.stormbuildingproducts.com

Profile Drawing
WPC Decking

WPC Step Board

IMPORTANT INSTALLATION NOTES










Slight colour and surface differences many occur due to slight differences in raw materials or surface
treatment. The Deck boards will fade by 10% of the colour over the first 12-month period of being
installed. After this the colour will stabilize.
It is advisable to place the Deck boards in the required installation site for 72 hours before you start the
installation for them to acclimatize. The decking should not be installed in temperatures below 0°.
We advise you to use original accessories and parts from Southgate Plastics Ltd
There must be a space of at least 25mm between the ground and the substructure. In case of insufficient
ventilation any warranty will be invalidated. There should not be direct contact between the decking
structure and the ground (grass, soil etc.)
Variations in temperature and moisture uptake will result in expansion (about 0.3% to 0.5%) of the
sufficient distance expansion between the terrace sections.
A strong and compacted base such as concrete is recommended.
WPC product is not suitable for closed and wet places without air ventilation and/or environment with
significant difference temperature change (e.g. sauna room).

INSTALLATION
Prepare the substructure





Ensure there is good drainage below the deck area.
Lay the sub frame with a slight gradient of 1% to 1.5% away from the walls, laid lengthwise. Keep the
sub frame set of any surrounding walls or other obstacles to allow for slight expansion.
Keep the Substructure at maximum 400mm centres.
The Substructure should be fixed by expansion screws to the concrete at a distance of 30-40cm.
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If the support joists are required to be longer than 5m, they should overlap by a minimum of 100mm.
If deck boards have to be joined on the length, a second section of Joist should be added.

The WPC products’ expansion rate is around 0.3% to 0.5% depends on different weather condition in different
places, based on this expansion rate, there must be a gap always between two WPC products, following there
is some examples:

The distance of at least 30mm from walls or other obstacles to allow for expansion of the WPC products is
necessary during the installation

At least 10mm between the cross cut ends is necessary

If you are using terrace sections with a length of 400cm, the distance between the crosscut ends must be
at least 15mm based on calculation.

For this, firstly fix the entire starting clip on the joist on line, and then push the first terrace deck board to
the starting clip to fix

Important: when fixing the starting clips or the connecting clips, pre-drilling with a 2.5mm bit is necessary
to prevent cracking or breaking the sub structure because WPC products has high density which does not
allow directly nail or screw.
FINISHING
Fix the L shape corner cover against the wall and not to the terrace sections to allow for movement of the
WPC. To determine the right positions on the wall, proceed as follows:

Lay the L shape corner cover on the terrace sections. Put a mark on the wall at the top edge of the L
shape corner cover.

Then remove the terrace sections from under L shape corner cover and fix the L shape corner cover
against the wall; always ensure that there is sufficient space at least 20mm between the L shape corner
cover and the terrace section.

There must be a gap at the joint between two corner covers, calculated based on the expansion rate 0.30.5% of the length.

The distance between the fixing screws have to be maximum 30cm.

MAINTENANCE
Stains
Water stain marks can show on any composite decking boards. There are 2 main types of water stains; both of
which will generally disappear with exposure to a reasonable soaking of rain and general weathering.
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Water stains from wood tannins will occur in the early life of your deck as the natural tannins come
out of the wood fibres at the surface of the composite decking. This will happen in the early weeks of
your deck, and will depend on how exposed to the elements your deck is before the weathering
process is complete. This type of stain can be more prominent when new decking is exposed to direct
sunshine in the first few months of its life.
Water stains from water pooling or dripping can happen on composite decking just like it can with
many other materials/surfaces such as timber decking, glass, laminated floors etc. This can leave a
“shoreline” effect. The visibility of the stain will be governed by factors such as how dirty the deck is
and how quickly the water dries from the water pooling, clean as mentioned above. Again, this can
be exaggerated in hotter weather.
Oil and cigarette stains etc can be very difficult to remove from the surface, avoid contact at all times.
It is safe to use salt when melting ice on your deck area provided the user washes the boards with
water once the ice has melted. This should occur within a few hours after the salt has been applied
and should then be washed off with water. Please be aware that salt may leave a residue mark,
whilst this in no way will damage the decking, it may look unsightly for a time.

Both types of marks/stains will disappear naturally over time unless, of course, you have a recurring problem
that allows water to continually land of to the composite decking. I.E. a drip from a gutter will continue to
make marks until the water is stopped from landing onto the water stained area.
This advice is to let the composite decking weather naturally over time and sort itself out. However, we
understand you want to be proud of your new deck once installed and if you feel the need to try and remove
the marks yourself then wash with clean, hot water, this should wash away most of the marks. Do not wash
your decking whilst it is still hot.
1.
2.
3.
4.
5.

Pour clean, hot water on the deck and let it sit for 5-10 minutes
Work in with a soft bristle brush
Pressure wash (at low pressure and wide fan) / rinse down in hot water (preferred)
Squeegee water off the deck with a squeegee brush
Mop up any wet areas with a clean sponge mop

If water marks have been long standing they may require more hot water or repeated procedure.

IMPORTANT: Only use a neutral soap. Never use strong detergent of bleach based products.
Colour Difference
Sometimes we may see a colour difference in the composite decking boards, as they are produced in batches,
and therefore no way to prevent this from happening. Usually this is not an issue but rarely a customer ends
up with a set of boards that are mixed colours.
If the boards are similar colour, over time they should weather down and will likely end up a very similar
colour.
IMPORTANT NOTICE
Data contained in this document is for information only and is believed to be reliable. Southgate Plastics
cannot assume responsibility for results obtained by others over whose methods we have no control. It is the
user's responsibility to determine suitability of the product for any specific purpose and we are pleased to
provide a sample upon request.
FREQUENTLY ASKED QUESTIONS
What is WPC Decking?
WPC Decking is a revolutionary decking with a unique composition to replicate wood without the
maintenance and hazards of the traditional timber deck.
What is WPC Decking used for?
WPC Decking is used to provide a maintenance free outside area for the whole family to enjoy.
What is the best thing about WPC Decking?
The best thing about WPC Decking is that it is safe, easy to install, maintenance free and environmentally
friendly.
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Why should end users use STORM’s WPC Decking instead of a competitors?
End users should use STORM’s WPC Decking instead of competitors as STORM offer a 10 year guarantee as
well as offering 5 different colours, 2 designs and 2 lengths as well as a whole range of matching
accessories.
Who are the type of customers that commonly use WPC decking (which industries/sectors/job types?)
Builders, maintenance companies, landscapers and DIY are the types of people that would commonly use
WPC Decking.
Where is WPC Decking most commonly installed?
WPC Decking would most commonly be installed in private homes, parks, recreations centres, caravan and
camping sites.
When should WPC Decking be considered? When should it be installed?
WPC Decking should be considered when upgrading and renovating, installing new decking areas or creating
extra clean, dry areas. WPC Decking can be installed anytime of the year but would advise during the
spring.
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